
Low-profile, weapon mounted tactical light with integrated  
IR LED Illuminator/Laser and visible White LED Illuminator.

White LED delivers 5,000 candela; 300 lumens; runs 1.5 hours 

Deep-dish parabolic reflector produces a concentrated beam with optimum 
peripheral illumination

Infrared LED - 850 nm, 600mW/sr (min) radiant intensity provides optimum 
illumination when using night vision equipment

Infrared Laser - 850 nm, Class 1, eye safe IR Laser with 3 mrad adjustment increment 
markings; output power less than 0.8mW

IR Illuminator/IR Laser runs 12 hours

Windage and Elevation adjustment screws provide tactical indication for  
mode switch being set to IR position

Powered by one CR123A lithium battery (included)

Operating temperature: -25°F to +140°F

IPX7 waterproof to 1m for 30 minutes

3.3” (8.39 cm); 3.82 oz (108 grams) with battery

Limited Lifetime Warranty
Visit streamlight.com for full warranty information

#69191 - TLR-VIR ll with rail locating keys and CR123A lithium battery - Box - Coyote 
#69192 - TLR-VIR ll with rail locating keys and CR123A lithium battery - Box - Black
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TLR-VIR® ll
RAIL MOUNTED INFRARED ILLUMINATOR/LASER 

AND WHITE LIGHT ILLUMINATOR

Ambidextrous momentary/steady 
On-Off switch

High temperature, shock mounted, 
impact resistant Boro Float glass with 

anti-reflective coating

Securely fits M17/M18 pistols and all 
long guns with MIL-STD-1913 rails

Recessed three-position mode selector 
switch: IR Illumination/IR Laser, Safe OFF, 

Visible Illumination

850 nm IR emitter

Visible white light illuminator

850 nm IR laser, 
Class 1 Eye Safe

Elevation Adjustment 

Windage Adjustment

Elevation Adjustment

Durable, anodized aluminum construction

One handed snap-on and tighten
interface keeps hands away from
muzzle when attaching/detaching


