PRODUCT FACT SHEET
SUPER TAC®
LITHIUM POWER TACTICAL FLASHLIGHT
MARKET
APPLICATIONS:

Law Enforcement, Tactical Operations, Security, Sporting Goods, Fire & Rescue, Hardware/Tool, Industrial,
Consumer

DESCRIPTION:

The Super Tac® is an extremely high performance CR123A Lithium battery-powered flashlight. This light
features C4® LED technology for extreme brightness and long range illumination combined with a push button
momentary or constant "on" tactical tail cap switch for one handed operation.
(Model also available with IR LED.)

CASE MATERIAL:

6000 series machined aircraft aluminum with anodized finish. Available in Black.

DIMENSIONS:

Length: 6.62 in. (16.81 cm)

WEIGHT:

7.1 oz (200 grams) with battery (included in purchase).

LENS:

Unbreakable polycarbonate with scratch-resistant coating. O-ring sealed.

LIGHT SOURCE:

C4® LED technology, impervious to shock with a 50,000 hour lifetime.

LIGHT OUTPUT:

30,000 candela peak beam intensity, 346m beam distance and 160 lumens measured system output.
Optimized electronics provide regulated intensity. Deep-dish parabolic reflector produces a long range
targeting beam with optimum peripheral illumination to aid in navigation.

ON/OFF:

Tail cap push button switch provides one handed momentary or constant "on" operation.

RUN TIME:

3.5 continuous hours to 10% of initial lumen output.

BATTERY:

Two (2) 3 Volt CR123A Lithium batteries, with a shelf life of 10 years.

FEATURES:

IPX4 Rated for water resistant operation. All openings o-ring sealed.
2 meter impact resistance tested.
Serialized for positive identification.
Solid State Power Regulation circuitry provides maximum light output throughout battery life.
Removable pocket clip.
Fits Streamlight 69100 Rail Mount.
Operates with remote switches.

APPROVALS:

Meets applicable European Community Directives.

WARRANTY:

Streamlight warrants this product to be free of defect, including the LED, for a lifetime of use. We will
repair, replace or refund the purchase price, at our option, of any Streamlight product that does not work as
a result of a manufacturing defect for as long as you own it. This limited lifetime warranty excludes abuse,
batteries, switches and electronics. Switches and electronics have a two (2) year warranty with proof of
purchase.

OPTIONAL
ACCESSORIES:

Diameter: Major Diameter: 2.20 in. (5.59 cm)
Body Diameter: 0.90 in. (2.29 cm)

SUPER TAC PERFORMANCE CURVE

Rail Mount, Holster, Remote Switch

160

150

LUMENS

REGULATED RUNTIME

16

0

1

2.25

3.5

HOURS

All performance claims tested to ANSI/NEMA FL1-2009 Standard
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In The USA.

Document #202

