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SIDEWINDER® X

HIGH-OUTPUT, MULTI-FUEL FLASHLIGHT WITH
TILTING HEAD

Color LED

(Red, Blue, or Green)

IR/IFF LED

UC Model allows user to select two of three color options

Available Colors: .

The multi-fuel Sidewinder X meets a variety of illumination requirements
with multiple color LEDs at different outputs along with various hands-free
options. It features a 185° tilting head and belt/gear clip for aiming of the
beam. A “survival mode” provides low-level lighting for 100+ hours.

OuTPUT White LED

HIGH MED 1 MED 2 LOW
LUMENS 275 80 35 5
CANDELA 3,200 900 400 50
DISTANCE 113m 60m 40m 14m
RUN TIME Alkaline 475hrs | 13hrs 30 hrs 150+ hrs
RUN TIME criz3a 2.75hrs | 8hrs 19 hrs 100+ hrs

Strobe runs 10.5 hrs (AA) // 5.75 hrs (CR123A)
IR and Color LEDs

IR RED BLUE | GREEN
., |LUMENS 50mW 6.5 2.0 8.0
S |CANDELA 40 12 83
i DISTANCE 13m 7m 18m
% RUN TIME aikaline | 40 hrs 50 hrs

RUN TIME crizaa | 20 hrs 30 hrs
w_|MED 2 600 o sy | 100 hrs (AA) // 70 hrs (CR123A)
S¢ MED 1 s i eRi2an | 250 hrs (AA) // 150 hrs (CR123A)
£=Low s B0 I | 300+ rs (AR) // 200+ hrs (CR123A)
- |STROBE 100+ hrs (AA) // 50+ hrs (CR123A)

ITEM NUMBERS

**All four SKUs on reverse side of this page

KEY FEATURES

o White, red, blue, green, and IR LEDs (see specific model)

User configurable option available

Pull-to-turn locking rotary knob prevents accidental mode changes
Push-button switch

Cord attachment holes on body, capable of supporting 50 Ibs of load
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e Fits existing Sidewinder accessories

BATTERY

e Multi-fuel: Uses two AA alkaline batteries (included); also accepts one
CR123A lithium battery
¢ Tactile battery polarity indication aids in battery replacement in the dark

MATERIAL/DURABILITY

¢ High-impact, super-tough nylon case offers exceptional durability and
weather resistance

Durable belt/gear clip. Attachment screw withstands 30-inch pounds of
avg torque without failure or stripping

Gasket-sealed, scratch-resistant unbreakable polycarbonate lens

IPX7 waterproof to 1 meter for 30 minutes; All openings O-ring sealed
3m impact resistance tested

DIMENSIONS

HEIGHT: 4.6in(11.7 cm)
WEIGHT: aaakaune 4.4 0z (124.7g) // crizsa 3.3 0z (93.6g)

WARRANTY

Streamlight warrants its Sidewinder (except batteries) will be free from
manufacturing defects under normal use for 12 months after purchase.



ITEM NUMBERS

Description uPC Item #
Sidewinder X - UC (User Configurable) Model - Includes (2) AA 080926-14803-1 | 14803

alkaline batteries - Coyote

**UC Model: user chooses two of the three colors - red, green or blue IR LEDs

Description uPC Item # NSN

Rail Mount for Helmet 080926-14057-8 14057 8470-01-633-3996
Elastic Headstrap 080926-14059-2 14059 6230-01-613-4313
:\\ll\llir:lt(s:/ \I,::?r?[();:g,g Il\fA'?(()),u ;tI_SX?:c;iocnilbat helmets) 080926-14155-1 14155

x\llirr]lt(s\;l \I;:?r? F?gﬁ%ge4“c§fa2;x\ingi$2rew helmets) 080926-14135-3 14135
E-Mount (ACH, ECH, MICH, LWH compatible) 080926-14136-0 14136 5340-01-641-3930
Rail Mount Kit - Includes rail mount, headstrap 080926-14113-1 14113 8415-01-691-0048
and MOLLE plate

Contour ARC Rail Mount 080926-14114-8 14114

High Offset ARC Mount 080926-14115-5 14115

Hook and Loop Mount 080926-14073-8 14073

MOLLE Retainer Replacement 080926-14030-1 14030 8415-01-691-0046
Paracord 080926-14138-4 14138
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