
TLR-6® RAIL MOUNT
RAIL-MOUNTED TACTICAL LIGHT

WITH INTEGRATED RED AIMING LASER

Material/Lens Impact-resistant Engineering polymer. Glass lens with shock resistant gasket seal.

Dims/Weight Length: 2.5 in. (6.35 cm); Width: 0.85 in. (2.16 cm); Height: 1.56 in. (3.96 cm); 1.12 oz. (32 grams) with batteries (included).

Light Source/ 
Output

White LED, impervious to shock with a 50,000 hour lifetime; 640-660nm red laser
100 lumens; 89m beam distance; 2,000 candela
Runs 1 hour (LED only or LED/Laser); Laser only: 11 hours, Non-laser model runs 1 hour
All modes feature a 10 minute auto shut-off to maximize battery life.

Switch Ambidextrous momentary/steady On-Off push-button switch. Features a 10 minute auto shut-off to conserve batteries.
Three modes: Laser only; both Laser/LED; LED only

Battery Powered by two 3 Volt CR-1/3N lithium coin battery (IEC CR11108) with a storage life of 10 years.
Batteries replaceable with unit mounted on weapon.  No need to re-sight laser after each battery change.

Features  – Ultra lightweight and compact
 – Ambidextrous operation
 – Batteries can be replaced while light remains mounted on gun
 – No need to resight laser after battery change

Approvals Most models meet applicable European Community Directives. 

Warranty Streamlight warrants this product to be free of defects for a lifetime of use except for batteries and bulbs, abuse and normal wear. We will  
repair, replace or refund the purchase price of this product should we determine it to be defective. This limited lifetime warranty also excludes  
rechargeable batteries, chargers, switches and electronics which have a 2 year warranty with proof of purchase. THIS IS THE ONLY WARRANTY, 
EXPRESSED OR IMPLIED, INCLUDING ANY WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. INCIDENTAL, 
CONSEQUENTIAL OR SPECIAL DAMAGES ARE EXPRESSLY DISCLAIMED EXCEPT WHERE SUCH LIMITATION IS PROHIBITED BY LAW.  
You may have other specific legal rights which vary by jurisdiction. Visit streamlight.com for full warranty information.

Item UPC Part # 
TLR-6 (GLOCK® 42/43) - WITHOUT LASER 080926-69280-0 69280
TLR-6 GLOCK® 26/27/33) - WITHOUT LASER 080926-69282-4 69282
TLR-6 (Smith & Wesson M&P® Shield™) - WITHOUT LASER 080926-69283-1 69283
TLR-6 (SIG SAUER®365) with white LED and red laser. Includes two CR 1/3N lithium batteries 080926-69284-8 69284
TLR-6 Rail (GLOCK®) with white LED and red laser. Includes two CR 1/3N lithium batteries 080926-69290-9 69290
TLR-6 Rail (SA XD) with white LED and red laser. Includes two CR 1/3N lithium batteries 080926-69291-6 69291
TLR-6 Rail (Smith & Wesson M&P™) with white LED and red laser. Includes two CR 1/3N lithium batteries 080926-69293-0 69293

 – Windage and Elevation adjustment screws mounted in brass 
bushings  
 for long life and dependable zero retention of laserOperating 
temperature: -20°F to +120°F

 – IPX4; water resistant; 1m impact resistance tested
 – Serialized for positive identification

Designed to securely attach to the rail and trigger guard of  
GLOCK® and Smith & Wesson® M&P® and SIG Sauer® subcompact pistols.
See chart below for corresponding model numbers; see reverse for corresponding subcompact pistol models.
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Item UPC Part # 
TLR-6 Universal Kit* – includes LED/laser module and select TLR-6 body housings (Flat Dark Earth Brown model not included) 080926-69277-0 69277
CR 1/3N lithium batteries - 2 pk 080926-69271-8 69271

 
Assembled in USA

69271

TLR-6 MODEL  FITS
#69280 Designed for use with GLOCK®  WITHOUT LASER
GLOCK® 42  | GLOCK® 43
#69282 Designed for use with GLOCK®  WITHOUT LASER
GLOCK® 26 | GLOCK® 27 | GLOCK® 23
#69283 Designed for use with M&P® SHIELD™ WITHOUT LASER
M&P® SHIELD® 40 | M&P®  SHIELD® 9
#69290 Designed for use with GLOCK®

3RD & 4TH GENERATION: 17, 19, 21, 22
3RD GENERATION: 30, 31
4TH GENERATION: 20, 23, 29, 35
#69291 - DESIGNED FOR USE WITH SPRINGFIELD ARMORY®

SPRINGFIELD ARMORY® XD®

SPRINGFIELD ARMORY® XD(M)®

SPRINGFIELD ARMORY® XD® MOD. 2®

#69293 - DESIGNED FOR USE WITH SMITH & WESSON® M&P®

SMITH & WESSON M&P STANDARD AND COMPACT
#69284 - DESIGNED FOR USE WITH SIG SAUER®

SIG SAUER® P365®

*All Rights Reserved. M&P®, GLOCK®, Springfield Armory® and SIG Sauer® are registered 
trademarks of Smith & Wesson, Corp., GLOCK, Inc., Springfield Inc. and SIG Sauer.  
Streamlight has not sought endorsements of these products from Smith & Wesson, Corp., 
GLOCK, Inc., Springfield Inc. or SIG Sauer.


